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New Kyro 1 e Kyro 2 with high power and 
high efficiency LED.

KYRO  LED 

CLASS  II

CLASS I
(on request )

IP66

96

IK 09- 10J Kyro 1

IK 08 – 7J Kyro 2



Kyro LED                                    Range

Kyro 1 LED  - Kyro 1/76 LED
06027996 Kyro 1/LED B 30x1-96 ETRC  6000°K
06028096 Kyro 1/LED B 30x1.6-96 ETRC  6000°K
06040096 Kyro 1/LED BN 30x1-96 ETRC  4200°K
06040196 Kyro 1/LED BN 30x1.6-96 ETRC  4200°K
06035196 Kyro 1/LED BC 30x1-96 ETRC  3000°K
06035296 Kyro 1/LED BC 30x1.6-96 ETRC  3000°K

06028196 Kyro 1-D76/LED B 30x1-96 ETRC  6000°K
06028296 Kyro 1-D76/LED B 30x1.6-96 ETRC  6000°K
06040296 Kyro 1-D76/LED BN 30x1-96 ETRC  4200°K
06040396 Kyro 1-D76/LED BN 30x1.6-96 ETRC  4200°K
06035396 Kyro 1-D76/LED BC 30x1-96 ETRC  3000°K
06035496 Kyro 1-D76/LED BC 30x1.6-96 ETRC  3000°K

Kyro 2 LED
06028996 Kyro 2/LED B 56x1-96 ETRC  6000°K
06029096 Kyro 2/LED B 56x1.6-96 ETRC  6000°K
06040496 Kyro 2/LED BN 56x1-96 ETRC  4200°K
06040596 Kyro 2/LED BN 56x1.6-96 ETRC  4200°K
06035596 Kyro 2/LED BC 56x1-96 ETRC  3000°K
06035696 Kyro 2/LED BC 56x1.6-96 ETRC  3000°K

LED
White 6000°K  120 lm/LED min Luxeon Rebel 135 lm/LED Luxeon Rebel ES
White 4200°K  130 lm/LED min Luxeon Rebel ES 
White 3000°K    90 lm/LED min Luxeon Rebel



KYRO  LED

• Secondary streets

• Parking areas

• Green areas



Kyro LED                                     Photom.

Kyo 1 LED

Kyo 2 LED
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Systempark Line LED

New models Systempark LINE with high 
power and high efficiency LED.
Specific street lighting optic

CLASS  II

CLASS   I
(on request )

IP66

IK 07- 3J

96

97



Systempark Line LED                   Range

Systempark Line 100 LED – N°LED 16 x 1W
07038696 Systempark-L100 LED/3°K/AS 96 ETRC  3000°K
07038797 Systempark-L100 LED/3°K/AS 97 ETRC  3000°K
07041396 Systempark-L100 LED/4°K/AS 96 ETRC  4200°K
07041497 Systempark-L100 LED/4°K/AS 97 ETRC  4200°K
07037696 Systempark-L100 LED/6°K/AS 96 ETRC  6000°K
07037997 Systempark-L100 LED/6°K/AS 97 ETRC  6000°K

Systempark Line 130 LED – N°LED 24 x 1W
07038896 Systempark-L130 LED/3°K/AS 96 ETRC  3000°K
07038997 Systempark-L130 LED/3°K/AS 97 ETRC  3000°K
07041596 Systempark-L130 LED/4°K/AS 96 ETRC  4200°K
07041697 Systempark-L130 LED/4°K/AS 97 ETRC  4200°K
07037796 Systempark-L130 LED/6°K/AS 96 ETRC  6000°K
07038097 Systempark-L130 LED/6°K/AS 97 ETRC  6000°K

Systempark Line 160 LED – N°LED 32 x 1W
07039096 Systempark-L160 LED/3°K/AS 96 ETRC  3000°K
07039197 Systempark-L160 LED/3°K/AS 97 ETRC  3000°K
07041796 Systempark-L160 LED/4°K/AS 96 ETRC  4200°K
07041897 Systempark-L160 LED/4°K/AS 97 ETRC  4200°K
07037896 Systempark-L160 LED/6°K/AS 96 ETRC  6000°K
07038197 Systempark-L160 LED/6°K/AS 97 ETRC  6000°K

LED
White 6000°K  120 lm/LED min Luxeon Rebel 135 lm/LED Luxeon Rebel ES
White 4200°K  130 lm/LED min Luxeon Rebel ES 
White 3000°K    90 lm/LED min Luxeon Rebel



Systempark Line LED

• Bike paths

• Pedestrian areas

• Urban Lighting



Systempark Line LED
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New models Systempark S150 LED WR
with high power and high efficiency LED.

Specific street lighting optic

Systempark S150 LED WR

CLASS  I

CLASS II 

IP66

96

97



Systempark S150 LED WR          Range

Systempark S150 LED WR Classe I – N°LED 20 x 1W

06032496 Systempark-S150 LED/3°K/WR 96  3000°K
06032397 Systempark-S150 LED/3°K/WR 97  3000°K
06039496 Systempark-S150 LED/4°K/WR 97  4200°K
06039597 Systempark-S150 LED/4°K/WR 97  4200°K
06024696 Systempark-S150 LED/6°K/WR 96  6000°K
06024597 Systempark-S150 LED/6°K/WR 97  6000°K

Systempark S150 LED WR Classe II– N°LED 20 x 1W

06032696 Systempark-S150 LED-II/3°K/WR 96  3000°K
06032597 Systempark-S150 LED-II/3°K/WR 97  3000°K
06039696 Systempark-S150 LED-II/4°K/WR 97  4200°K
06039797 Systempark-S150 LED-II/4°K/WR 97  4200°K
06024896 Systempark-S150 LED-II/6°K/WR 96  6000°K
06024797 Systempark-S150 LED-II/6°K/WR 97  6000°K

LED
White 6000°K  120 lm/LED min Luxeon Rebel 135 lm/LED Luxeon Rebel ES
White 4200°K  130 lm/LED min Luxeon Rebel ES 
White 3000°K    90 lm/LED min Luxeon Rebel



Systempark S150 LED WR

• Bike paths

• Pedestrian areas

• Urban Lighting



Systempark S150 LED WR
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HEDO LED

New models of HEDO with high power
and high efficiency LED.
The optic is designed to achieve a similar
light distribution as the fluorescent
version without light pollution

CLASS  II

IP65

IK 09- 17J

96

81

04



HEDO LED
Hedo LED /AL

06032781 Hedo LED/AL/3°K-81 18x1W 3000°K
06032881 Hedo LED/AL/3°K-81 36x1W 3000°K
06038881 Hedo LED/AL/4°K-81 18x1W 4200°K
06038981 Hedo LED/AL/4°K-81 36x1W 4200°K
06028681 Hedo LED/AL/6°K-81 18x1W 6000°K
06028381 Hedo LED/AL/6°K-81 36x1W 6000°K

06032996 Hedo LED/AL/3°K-96 18x1W 3000°K
06033096 Hedo LED/AL/3°K-96 36x1W 3000°K
06039096 Hedo LED/AL/4°K-96 18x1W 4200°K
06039196 Hedo LED/AL/4°K-96 36x1W 4200°K
06028796 Hedo LED/AL/6°K-96 18x1W 6000°K
06028496 Hedo LED/AL/6°K-96 36x1W 6000°K

Hedo LED/ I

06033104 Hedo LED/I/3°K-04 18x1W 3000°K
06033204 Hedo LED/I/3°K-04 36x1W 3000°K
06039204 Hedo LED/AL/4°K-04 18x1W 4200°K
06039304 Hedo LED/AL/4°K-04 36x1W 4200°K
06028804 Hedo LED/I/6°K-04 18x1W 6000°K
06028504 Hedo LED/I/6°K-04 36x1W 6000°K

LED
White 6000°K  135 lm/LED Luxeon Rebel ES
White 4200°K  130 lm/LED min Luxeon Rebel ES 
White 3000°K    90 lm/LED min Luxeon Rebel



HEDO LED

• Pedestrian areas

• Parks/green areas

• Urban lighting



HEDO LED
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Additional models on 
available products



RAY 

New optics both for 1000w and 
2000w version.



SQUARE Solution
Brackets not settled on the pole.



Cricket 268+ RAD



Cricket 268+ RAD                         Lamping

• 268+ RAD 360

• 268+ RAD 210

• 268+ RAD 110
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NEW PRODUCTS



CRICKET 168+ Compact

Compact inground recessed luminaire, up to 170mm

CRICKET 168+ Compact / AL – with painted aluminium ring
CRICKET 168+ Compact / I –INOX AISI 316 sheet bonded on aluminium ring
CRICKET 168+ Compact / RAD – with aluminium cover

I / AL

RAD

CLASS I
IP67



CRICKET 168+ Compact

- Private and architectural lighting

- Facade lighting

- Panels and columns



CRICKET 168+ Compact



CRICKET 168+ Compact RAD Lamping

• 168+ Compact RAD 360

• 168+ Compact RAD 210

• 168+ Compact RAD 110



CRICKET 168+ Compact                 Installation

H2O



• max depth 170 mm

• “Water Stop”

• orientation also after installation

• Case with “ WATER DRAIN” system
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CRICKET 168+ Compact Plus

H2O



CRICKET 268+ Compact

CLASS I
IP67

Compact inground recessed luminaire, up to 165mm

CRICKET 268+ Compact / AL – with painted aluminium ring
CRICKET 268+ Compact / I –INOX AISI 316 sheet bonded on aluminium ring

CRICKET 268+ Compact / RAD – with aluminium cover



CRICKET 268+ Compact Lamping



CRICKET 268+ Compact RAD Lamping

• 268+ RAD 360

• 268+ RAD 210

• 268+ RAD 110



CRICKET 268+ Compact                 Installazione

H2O



CRICKET 268+ Compact                          Plus

max depth 165 mm

“Water Stop”

orientation also after installation

Case with “ WATER DRAIN” system
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Water flow scheme
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Additional models on 
available products



FLUOSPOT ETRC

New Fluospot with electronic ballast with
same lamping

CLASS  I

IP55



FLUOSPOT ETRC

Standard
05357980   FLUOSPOT PC 24/F-80-ETRC 1X24W  2G10
05358085 FLUOSPOT PC 24/F-85-ETRC 1X24W  2G10
05357580 FLUOSPOT PC 29-80-ETRC 2X9W 2G7
05357685 FLUOSPOT PC 29-85-ETRC 2X9W 2G7
05357780 FLUOSPOT PC 49-80-ETRC 4X9W 2G7
05357885  FLUOSPOT PC 49-85-ETRC 4X9W 2G7

Complete with lamp
07040080 FLUOSPOT PC 49-80-ETRC-L 4X9W  2G7
07040185 FLUOSPOT PC 49-85-ETRC-L 4X9W 2G7

Kit luminaire + bracket 500 mm + Lamps
03006080 FLUOSPOT KIT 49-80-ETRC-L 4X9W 2G7
03006185 FLUOSPOT KIT 49-85-ETRC-L 4X9W 2G7
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